
Butterfly “ Mona “  

Step by step - instruction 
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The reinforcement,
the antennas and legs 
you do from from 
1mm brass wire.

First tin the wire.

Yet the glass butterfly 
is not yet very stabl.
So, you still can adjust 
the wing position or 
angle and change to 
a very natural 
character.

Also slightly angled 
solder on the 
other wing.

With a solder drop 
fix the wing to
 the body.

Now hold the left 
wing pair of slightly 
angled to the tin or
lead body.

Just as you solder the 
second pair of wings.
Also at this side you 
solder slightly angled 
rear and front wings.

This will create the 
three-dimensional 
effect.
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Solder front and rear 
wings initially only 
on the front. 

The lower wing part 
put on the work 
surface and gently 
hold the upper 
segment at a slight 
angle against it.

Here is an overview 
of all the necessary materials and tools:

Jewelry bending pliers

These instructions describes how to 
solder the pre-soldered wing segments 
to the body and positioning of the 
reinforcements from brass wire.

tin or lead body “ butterfly “

1mm brass wire
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Resolder then 
carefully yet again 
with a larger drop 
of tin.

Now solder the
antennas 

- with a small tin drop
first only..

The rear pair of legs
please solder tilted
backwards.

The middle pair of 
legs pointing 
straight up ...
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The front pair of legs 
hold slightly 
tilted forward.

Take a so-called 
jewelry bending pliers 
to bend 2 antennas 
from the tinned brass
wire.

From tinned brass 
wire bend three pairs 
of legs ...

and solder them 
in turn.

At the bottom of the
butterfly solder a
reinforcement from
1mm brass wire.

With pliers you can 
adjust the wire
according the 
butterfly shape.

A continuous wire of 
the outer edge of the 
wing to the other 
outer edge of the 
wing.
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don´t stay too long
on one point with the 
hot iron or the tin 
body´s head might 
melt at all... 

After fixing the leg 
pairs initially only 
with a small drop, 
solder this area now
again with slightly 
more solder.
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The six feet form 
a clean standing. 
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Now bend the leg 
ends slightly. This 
results in little feet. 
To avoid sharp wire 
ends leave scratches 
on the surface where
the butterfly stands 
later.

finished

turn the butterfly legs 
slightly outward.

..

For a beter stand 

I wear gloves when 
patinate mostly 
to protect my skin.

Bend the feet to
create a natural
position.

After cleaning 
(I recommend hair 
shampoo and water), 
you can patinate 
the seams..

perfect..

Try out iridescent 
coated glass !
Due to the different 
angle the wings 
iridescent effect is 
even more interesting. 

Just try it !
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addendum:
Soldered ring from 1mm brass wire on the wing underside.
Hang the butterfly to these rings, it looks as if the butterfly
sits on the window pane.

ring
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